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Installation instructions for installing the compact twin tone air horn in Mazda MX-5’s (2006+): 
 
Remove stock horn from vehicle:  
 

1) Locate your stock horn.  The horn is located on the DRIVER’S side behind the grill. The grill is not 
removable - access the horn from underneath by removing several screws and push-in fasteners along 
the driver’s side front of the bottom splash pan. 

 
2) Reaching in below the bumper, pull the push-on electrical connector off of the spade terminal to 

disconnect electrical connection (see blue arrow in photo below). Note: make sure you pull on the 
plastic connector NOT the wire.  

3) Next remove the 10 mm bolt holding the horn and mount to the 
body (red arrow in photo at right). Remove the stock horn and 
bracket assembly through the opening below the bumper.  

Note: The mounting bolt will be re-used to mount your air horn, 
but the stock horn and bracket will not be re-used. 

 

 
Fit bracket to horn  

 
4) Slip the horn off of the bolt head and attach bracket to car using original short bolt. Short leg on bracket 

points toward the back  of the car. Make certain that you have a good solid connection here – the horn 
grounds through this connection to your car. 

 
5) Now, slide the horn base over the bolt head (on what is now the top of the bracket) and tighten the 

nyloc nut. Push the opposite end of the green wire onto the negative terminal (-) on the base of the 
horn, and the brown jumper wire to the positive terminal (+) and to the end of your stock horn wire. 

 
Now is a good time to give your new horn a blast to be certain all your connections are tight before you 
button everything up. Warning: don’t have a friend push the horn button while you have your head near the 
horn! (it’s LOUD! remember, that’s why you bought it) 

 
6) Now that you know that everything is working simply re-attach splash pan to bumper, change fuse – 15 

Amp to 20 Amp provided  (driver’s side under the hood), and go for a drive and wake-up an SUV driver. 
 
 
 

1) Using the bolt supplied with your kit, slide the bolt head into 
the slot in the base of the horn with the threaded portion 
pointing away from the horn body. 

 
2) Next position the bracket over the bolt with the short leg 

pointing away from the horn body, and the smaller hole 
pointing away from the horn (see photo at right) 

 
3) Now put the O-ring end of the green wire over the threaded 

end of the bolt, then add the flat washer and the nyloc nut. 
Only start the thread, but DO NOT tighten it yet.  You want the 
bolt head to be able to slide out of the notch in the horn so you 
can easily assemble it later (after attaching the bracket to your 
car). Also, do not plug the spade connector on the green wire 
into the bottom of the horn yet.   
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NOTICE: to extend the life of your new air horn ple ase read 
 

 
 
Your new Nautilus Compact Twin-Tone air horn is designed with an integrated air 
compressor.  Air compressors do not co-exist well with moisture, sand or other debris. 
 
If you drive your car in wet or dusty/sandy/dirty environments you should consider installing a 
remote air intake. Your air horn is supplied with a small black plastic elbow that can be 
inserted into the air intake of the horn to allow attachment of a length of plastic tubing.  This 
tubing allows the air intake to be relocated to an area of your engine compartment that is less 
susceptible to ingestion of moisture or debris. Refer to drawing below: 
 

 
 
You will need to acquire a length of 6.6 to 6.9 mm (1/4 inch) plastic tube of a length 
appropriate for your specific installation.  You should be able to find this tubing at any local 
hardware or home improvement store. 
 


